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FARSH (Technical Data)

I B (ltem) UL1059

IEC

LR
(Rated Electrical Parameters)

600V/20A

800V/24A

[E4SEE (Wire Range)

26~12AWG

0.2~2.584(Sol)mm?

5 &

(Frequency Voltage)

AC 3000V

M
(Rated Surge Voltage)

6000V

Ak
(InsUL1059ation Resistance)

DC500V 500MQ above

B
(Requirement, voltage drop) <3.2mv
F&KE (Stripping Length) 10~12mm
T/EBE (Temperature) —40°C~+105°C

T RFIEEE (Material and plating)

B R (Housing)

PA66 (UL94 V-0)

fih 4% (Contact)

A4, 9 Copper alloy, Sn plated)

M E (Spring)

NEEHW (Stainless)
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(Vension)]  (Rev. Content)  |(Change Person
A
IEC60947-7-1
c € UL1059 . B
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GST2.5TW  g.spm? 20 12AWE
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R B YR
(Product Number Code) :
GST2. 5-TW-01P-1 Y_(E|A:(H) -
2 oo - BEPEK
FmBS Series No.) (Custﬁcfmer Request)
3 (No. of poles) #B{KEi & (Housing Color)
1: 2 {ZE)H 1:4% (Green) 7:1EAE D
(Single Pitch) 2: 156 (Blue) (Transparent)
2: M [E)E 3:Zf (Black)  8:Hf (White)
(Double Pitch) 4: 7% (Grey) 9: B (Yel low)
5% (Orange)  Y:ZHMHE
6: 418 (Red) (Mixed Color) ||
- A # 3 H(Tolerance Range
Ant Electronic CO.,LTD = P
" 60~150 | +1.00
2 . —TW— AV 30~60 +0.60
RS (Type) : GST2. 5-TW-01P-1Y-00A (H) P w0 LE
15 (Approval) B Drawing N0.): 0~6 1025
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